
Installation instructions

Fire rating:
FD60

21

Una
Riser door systems



Una  Riser door systems 

Tools required

Getting started

Tape measure Set square

Spirit levelPencil

Knife

Cordless screwdriver

Preparing for installation

Before installation, please ensure the system specifications 
correspond with your project schedule.
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Your delivery will include one or both of the boxes 
shown depending on your order. 

Ensure you have everything you need prior to 
installation. Sizes should be checked on the frame box.

Frame box

Door leaf

IMPORTANT - Fire rating notice

The fi re rating of any doorset is subject to a number of factors, including:

Please consult Selo for advice and guidance to ensure the fi re performance is met.

tel 020 3880 0339  email sales@selo-uk.com

1.  The design/workmanship of other work, in particular the partitions into which 
the doorset is fi xed.)

2.  The doorset being installed in accordance with the installation instructions. 

 The Una system can be fi tted to either studwork or masonry walls, you will 
need to ensure the wall itself meets the correct fi re resistance performance.
To comply with the fi re certifi cation all four sides of the structural opening 
need to be lined with plasterboard for the FD30 application.

Thank you for choosing Una
To ensure the installation process is simple and efficient we 
recommended you read this guide in full before you begin.

Multitool
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What’s included

Una Installation instructions 5

Frame Kit

Hinge types
Identify your hinge type and ensure all parts are present

 FD60 Una hinge options

Butt hinge 1 Tectus TE 527
(FD60)

  2

Identify the components below and ensure 
you have everything prior to installation.

Door 7Strike plate with plastic  
insert and fixings

6

Hinge jamb and corresponding reveal 1

Black plastic head clips 5Base jamb and 
corresponding reveal

 4

 Strike jamb and corresponding reveal Head jamb and corresponding reveal 2  3



A) Step-by-step installation
Before installation please ensure you have carried out the 
recommendations in the ‘Wall Construction Preparation’ booklet. 

It is very important to ensure that the 
opening is square and level and the opening 
dimensions are correct. 

If concealed hinges are to be used, make the 
notches in the studwork for them now. Details 
on how to do this are covered in the Una hinge 
installation instructions.

Dimensions for the Tectus FD60 notch shown.

17
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38

Check opening1

Una Installation instructions

Ensure the black plastic clip is slotted into the top 
of the hinge jamb with the slot facing away from 
the perforated edge.

Hinge jamb

Remove the second black clip from the top of 
the latch jamb and fit into the latch side of the 
head jamb.

Using a level make sure the hinge jamb is 
plumb and fix into position using 4 drywall 
screws along the length of the jamb through the 
perforated flanges.

IMPORTANT
Before installation is complete, further screws will be 
required. This is covered in Step 9. Do not completely 
secure frame yet.

 Head jamb installation

Hinge jamb installation

2 4

3

7
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Now slot the opposite end of the head into the 
black clip at the top of the already installed hinge 
jamb. Clip its associated reveal into place and 
once level secure with 2-3 screws either side.

IMPORTANT
Before installation is complete, further screws will be required. 
This is covered in Step 8. Do not completely secure frame yet.

 Head jamb installation

Now slot the strike jamb over the black clip 
located into the head in Step 4. 

Before fixing the jamb in position, mark out 
and mortice the latch stud to accommodate 
the plastic latch plate insert.

Latch jamb installation

5

6

6.1 Mark 6.2 Cut out

Latch plate preparation

6.1 Mark around the latch plate  
cut-out onto the stud

6.2 Using a multi tool or suitable tool 
and cut out the section of partition

Now the latch mortice has been made, install 
the strike jamb in the same manner as the 
head and hinge jamb. Ensure the frame is 
plumb and square. A framing square may be 
useful at this stage.

Install latch jamb7

If the frame being installed is 4 sided, the 
threshold jamb will need to be installed also.

The bottom of the side jambs will be notched and 
black plastic clip inserted as shown in the image 
opposite.

Base jamb installation

Insert first one end into the corner clip and then 
the other and clip the corresponding reveal into 
place. Ensure it is sitting square and fix into 
place using 2-3 screws either side.

Base jamb installation

8

9



Now ensure the frame is fully level, 
plumb and square.

Level-up10

Una Installation instructions 11

Apply plaster fibre tape to the top corners  
at 45 degrees.

IMPORTANT
If using concealed hinges you will need to apply 2 layers  
of plaster tape over the hinge jamb.

Plaster tape13

Finish up to the stop bead with multi-finish  
plaster skim or tape and jointing compound.  
This conceals the frame and all fixings.

Once the plaster/jointing compound has dried, 
the wall and frame can be painted. The frame 
will need a metal primer applied (if supplied 
unfinished) and can then be painted as required.

Plastering / Decoration

The door can now be hung. If the door is fire 
rated then the intumescent strips provided will 
need to be fitted to the groove in the door edge.

See hinge installation instructions for detailed 
door leaf instructions.

Hang door leaf

14

15

Fix every 200mm

Check the perforated side flanges sit flat  
against the plasterboard and screw at 200mm 
centers around the frame through the flange  
into the studwork.

Double screw all the ends of the frame as shown.

If using concealed hinges then a double screw 
is required above and below the hinge notch 
through the perforated flange as shown opposite.

Double screw around hinges12

11
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Congratulations

Hinge installation  

› Butt hinge

› ROC-York hinge

› Tectus hinge (FD60)

Una options   

› Fire rating

You’ve now completed the 
installation of your Una concealed 
frame riser doorset.

Please refer to the following pages 
for options and adjustments.

13
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Fitting the latch16
Fit the latch or lock to the door. Fitting of the strike /
latch plate is straight forward as it is surface mounted 
over the frame via 2 PH2 self-drilling screws.

IMPORTANT
Use a low drill torque to avoid turning the screws from the frame.

FIRE CERTIFICATION NOTE
If the doorset is fire rated then the lock or latch used will need to 
be lined with a 1mm intumescent pad.

15a FD60s intumescent seal configuration

In order to achieve a FD60s fire rating the 4 sided 
Una frame requires intumescent seals to be fitted to 
the door as indicated:

Sides 1no. 20x4mm seal with rubber fins 
 1no. 20x4mm seal 

Head 1no. 35x6mm seal with rubber fins 

Bottom 1no. 20x4mm seal with rubber fins 
 1no. 20x4mm seal

Double door 1no. 20x4mm seal with rubber fins 
 1no. 20x4mm seal to one door leaf 
 meeting stile 

54mm

54mm

54mm54mm

Double door 
meeting stile



Measurement from top of frame to:
Door Height Top hinge 2nd hinge 3rd hinge

1524 - 1549mm 150mm 430mm 1260mm

1554 - 1600mm 150mm 440mm 1320mm

1601 - 1651mm 150mm 450mm 1370mm

1652 - 1702mm 150mm 460mm 1420mm

1703 - 1753mm 150mm 480mm 1470mm

1754 - 1803mm 150mm 490mm 1520mm

1804 - 1854mm 150mm 500mm 1570mm

1855 - 1905mm 150mm 520mm 1620mm

1906 - 1956mm 150mm 530mm 1670mm

1957 - 2007mm 150mm 540mm 1720mm

2008 - 2057mm 150mm 550mm 1770mm

2058 - 2108mm 150mm 570mm 1820mm

2109 - 2135mm 150mm 580mm 1870mm

Measurement from top of frame to top of:
Door Height Top hinge 2nd hinge 3rd hinge 4th hinge 5th hinge

2800 - 2870mm 200mm 780mm 1070mm 1660mm 2530mm

2871 - 2921mm 200mm 790mm 1090mm 1690mm 2590mm

2922 - 2972mm 200mm 800mm 1130mm 1720mm 2640mm

2973 - 3000mm 200mm 820mm 1140mm 1750mm 2690mm

From top of frame to:
Door Height Top hinge 2nd hinge

914 - 940mm 150mm 650mm

944 - 991mm 150mm 700mm

992 - 1041mm 150mm 760mm

1042 - 1082mm 150mm 800mm

1144 - 1194mm 150mm 860mm

1195 - 1245mm 150mm 900mm

1246 - 1295mm 150mm 960mm

1296 - 1346mm 150mm 1010mm

1347 - 1397mm 150mm 1110mm

1398 - 1448mm 150mm 1160mm

1449 - 1499mm 150mm 1210mm

1500 - 1549mm 150mm 1260mm

Measurement from top of frame to top of:
Door Height Top hinge 2nd hinge 3rd hinge 4th hinge

2135 - 2210mm 200mm 620mm 1250mm 1870mm

2211 - 2261mm 200mm 630mm 1280mm 1920mm

2262 - 2311mm 200mm 640mm 1300mm 1980mm

2312 - 2362mm 200mm 650mm 1340mm 2030mm

2363 - 2413mm 200mm 670mm 1370mm 2080mm

2414 - 2464mm 200mm 680mm 1400mm 2130mm

2465 - 2515mm 200mm 690mm 1440mm 2180mm

2516 - 2566mm 200mm 700mm 1470mm 2230mm

2567 - 2616mm 200mm 720mm 1500mm 2280mm

2617 - 2667mm 200mm 730mm 1530mm 2330mm

2668 - 2800mm 200mm 740mm 1560mm 2380mm

2
Hinges

4
Hinges

5
Hinges

3
Hinges

Butt hinge
Installation dimensions

15Una Butt hinge installation

IMPORTANT

If door leaf is 
900mm+ wide 
use 3 hinges

IMPORTANT

If door leaf is 
900mm+ wide 
use 5 hinges

IMPORTANT

If door leaf is 
900mm+ wide 
use 4 hinges

Una  Riser door systems



Butt hinge
Installation instructions

The Selo butt hinges have been specifically 
designed for the Una doorset. They are 
designed to be surface mounted to the 
frame and door.

Start off by marking your hinge centres on 
the door leaf.

 Identify, measure and mark1

17

Once the hinges are fitted to the door, stand the 
door up and take to the door opening.

Accurately mark the position of the top hinge on 
the frame, making an allowance for a 3mm gap at 
the top of the door.

Open out the hinges and offer the door up to the 
opening so the hinges butt up hard against the 
door stop. This will give you the correct position.

Fix two of the self-drilling screws provided into 
the top hinge and then one in the lower hinge 
to ensure alignment. Test the door to ensure it 
swings correctly.

Test fit

Fix the rest of the hinges. All fixings are provided.

IMPORTANT
When using the FD60 54mm door hinges, the hinge positions 
will be governed by the reinforcing plates spot welded to the 
back of the frame.

When fitting 54mm hinges, it will be necessary to pilot the 
holes first with a 3mm drill bit.

Final fix

Mark frame

4

5

3

Una Butt hinge installation

Place the hinge on the door with an overhang 
of 2mm (use a 2mm packer to provide a guide).  
Pilot drill and fix through the holes in the smaller 
leaf of the hinge using the screws provided.

Fix hinges2
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19Una Tectus FD60 hinge installation

Tectus hinge (FD60)
Installation instructions

Notch preparation

1.1 Offer the hinge jamb up to the 
stud and mark a line at the top of  
the hinge in all the hinge brackets.

1.2 Using template, line the slot in 
the template up with the lines you 
have made on the stud and draw 
around the template.

1.1 Offer 1.2 Mark

The hinge stud needs to be notched to 
accommodate each bracket and hinge.

Notch hinge stud1

The recommended tool for cutting the notch is the 
multi purpose saw. Further details are at the back 
of the booklet.

Una frames come pre-morticed for Tectus hinges. 
There is a bracket installed on the door frame 
with pre-threaded holes for simple and secure 
installation.

Identify frame

Fit the hinges to the door leaf using the screws 
provided as shown.

FIRE CERTIFICATION NOTE
The hinge body fitted to the door leaf needs to be installed 
with the intumescent pad supplied lining the body.

Fit hinges

Cut

3

4

2
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Open out the hinges and with the help of an 
assistant or a door lifter, offer up and locate the 
hinges into the mortices in the frame. They are 
secured using the PH2 bolts provided.

Fit to frame5

Slightly loosen the clamping screws. Adjust the 
vertical position of the door and re-tighten the 
clamping screws.

Slightly loosen the fitting screws. Put the door 
to the correct compression and re-tighten the 
clamping screws.

Depth adjustment

Height adjustment

7

6

Adjust the adjusting spindles using  
a 4mm allen key.  
 
Twist left - towards hinge (max. 3mm)  
Twist right - towards lock (max. 3mm)

Fit the cover plates to the face of the hinge 
mechanism by using the machine screws 
provided to finish off the installation.

Fit cover plates

Side adjustment

9

8

Una  Riser door systems
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Una Installation instructions

To achieve the relevant specified fire rating 
intumescent seals will be provided. Doors will 
come with the appropriate pre-cut grooves 
ready for installation.

Intumescent seals

Fire rating
The Una system is available with an FD60 certification 
when installed using intumescent seals.

Congratulations
You’ve now completed 
the installation of your Una 
concealed frame riser doorset.

23
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Need some extra assistance?  
Our advisors are available 
today to help with your queries: 
 
tel 020 3880 0339 
email sales@selo-uk.com



For more information speak to one of our advisors today: 
tel 020 3880 0339  /  email sales@selo-uk.com

It is important that timber doors are stored in the correct 
manner prior to installation. Let solid wood doors 
acclimatise at normal room temperature for several days 
prior to installation.

They must be protected from exposure to excessive 
moisture and stored horizontally on a level surface on 3 
or more equally spaced bearers, away from ground floor 
level. It is also recommended that any wrappings be left 
in place for as long as possible.

Do not lean doors on their edge up against a wall. This 
will almost certainly cause them to warp and distort.

Fire door leafs and doorsets are internal joinery 
components. As such, their handling and storage prior 
to installation should ensure that they are protected 
from rain, sun, and splashing by corrosive or staining 
materials - preferably in a ventilated building.

Door leafs and doorsets that are clear lacquered or 
varnished should be subject to storage that protects 
them from being unevenly exposed to sunlight.

Important 
Correct storage of timber doors

Avoid excessive  
temperatures

Laid flat with load 
spread evenly

Do not leave leant 
against wall

Avoid excessive 
moisture and damp 

environments

Una Installation instructions

Notes
Una FD60 installation
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Una Contact

Find out more
For help and advice with your installation contact our experienced team. 
tel 020 3880 0339  /  email sales@selo-uk.com

Visit our website for the latest news, 
project galleries and product information.   
www.selo.global

© 2015 by Selo. All rights reserved. 
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and whether or not transiently, or incidentally to some other use of this publication) without the written permission of the copyright owner. 
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For help and advice with any Selo 
product, call the support team on:
020 3880 0339

Selo 
K2  Kents Hill Business Park  Timbold Drive 
Milton Keynes  MK7 6TT

call 020 3880 0339 
email sales@selo-uk.com
www.selo.global

Connect  
@selosimplicity


