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Product Configuration Kit number

23.08.18SL HNP A3HNP
Scale

UNA NFR & FD30 SECTION DETAILS

NTS B
Drawn by

LJL

FD30 DOOR CONFIGURATION

4415

15x4mm INTUMESCENT STRIP
            IN SIDES AND HEAD

3mm

44

SPEC 1:
– Double Stud
– Single skin plasterboard
– Concealed hinge

Intumescent mastic 
to rear of frame if FD30

3mm

SPEC 1:
– Double Stud
– Timber stud inserts
– Single skin plasterboard
– Concealed hinge 44

Intumescent mastic 
to rear of frame if FD30

3mm

SPEC 2:
– Double Stud
– Double skin plasterboard
– Concealed hinge

44

Intumescent mastic 
to rear of frame if FD30

3mm

SPEC 2:
– Double Stud
– Timber stud inserts
– Double skin plasterboard
– Concealed hinge

44

Intumescent mastic 
to rear of frame if FD30

3mm

44

SPEC 3:
– Single Stud
– Single skin plasterboard
– Butt hinge

Intumescent mastic 
to rear of frame if FD30

3mm

SPEC 3:
– Single Stud
– Timber stud insert
– Single skin plasterboard
– Butt hinge 44

Intumescent mastic 
to rear of frame if FD30

3mm

SPEC 4:
– Single Stud
– Double skin plasterboard
– Butt hinge

44

Intumescent mastic 
to rear of frame if FD30

3mm

SPEC 4:
– Single Stud
– Timber stud insert
– Double skin plasterboard
– Butt hinge

44

Intumescent mastic 
to rear of frame if FD30
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