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Thank you for choosing Enigma
To ensure the installation process is simple and efficient we 
recommended you read this guide in full before you begin.
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Scan to watch the installation video.
www.selo-uk.com/video

Getting started

The Enigma pocket door system will be delivered in  
two boxes. One is the pocket frame and the other  
is the trim surround.

If a door leaf has been ordered this will  
come separately.

Delivery

Before you start installation ensure you have 
read and understood the instructions.
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Tools required

Tape measure

Power chop sawSet square Allen keys (metric)

Spirit levelPencil

Knife

Tin snips or hacksawCordless screwdriver



Enigma NFR Concealed 
frame kit

Enigma Kit contents

www.selo-uk.com

Trim components

Strike jamb seals

Concealed leading edge trim (x2)

Fixings bag

Concealed head trimConcealed strike trim (x1) 1
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A) Trim installation
Now the pocket door jamb is installed you 
are ready to install the concealed frame.

Cut the brush strip to length and fit to the 
leading edge aluminium profile.

IMPORTANT
1. If using simultaneous opening ensure that the door 

leafs and head trims have been fitted. Refer to the 
simultaneous opening instructions and steps 10 & 11 
of the NCFI instructions.

2. If using a self closer then please refer to the self closer 
installation instructions. Only fit plasterboard to one 
side of the pocket until the door leaf and self closer are 
fitted and working correctly.

Fit brush strip

Cut the trim to the height of the opening and 
fit over wall end and fix through the perforated 
flanges using the Type-5 screw. 

IMPORTANT
The notched end of the trim goes at the top  
and fits inside the head channel.

Install the strike trim

1

2

5



‘

Enigma Trim installation

Install leading edge trim3

When installing double doors the strike jamb 
will not be used.

Double doors?4a
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Apply plaster fibre tape to top corners.

IMPORTANT
Before plastering in the trims, using a laser level 
ensure that they are straight and true.

Plastering preparation5

Now the wall can be finished up to the edge of the 
plasterboard with multi-skim finish plaster or tape 
and jointing compound.

Once the plaster/jointing compound has dried the 
wall and trims can be painted. 

If the kit used is a single door leaf then the rubber 
corner seals need to be applied to the corners of 
the rebate in the strike jamb.

Strike jamb seals

Plaster/tape joint and paint
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6Install the head trim4

Cut the trim to the height of the opening and 
fit over the pocket sides and fix through the 
perforated flanges using Type-5 screw.

IMPORTANT
1. Fixings need to be every 200mm. 

2. Ensure the opening is plumb and square before plastering.

Cut the trim to the width of the opening and fix 
into place using Type-5 screw. 

IMPORTANT
1. Ensure the rebates in the profiles line up.

2. If using simultaneous opening the metal trim fits over 
the top of the timber trim and plasterboard. Refer to the 
simultaneous opening instructions for further direction.



Enigma Door leaf installation

B) Door leaf installation
With the NFR concealed system the door leaf can 
be installed after the frame has been plastered.

Fit the head brackets in the rebates provided in 
the door head with the type 3 screws. The longer 
bracket is used at the front of the door.

IMPORTANT
If you are using a soft close mechanism, please refer to the soft 
close instructions to install the door leaf.

Fit head brackets1

Tap the black nylon door guide channel 
into the groove in the bottom of the door 
and fix into place using a thin bead of 
adhesive or pins.

Fit the guide channel2
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Force the hanger bolt into the gear bracket using 
a mallet or hammer. This holds the bolt captive.

Assemble gear brackets3

3.1 3.2

Sliding gear preparation

3.1 Slide the trolley into the top track

3.2 The right angled bracket goes 
at the back of the door

3.3 Adjust the brackets so they are 
25mm from the underside of the track

Slide the rear gear bracket into the door 
head bracket and fix into place with the 4 
Type-4 screws provided.

Final preparation4



Enigma Door leaf installation

Take the weight of the front edge of the door 
and carefully slide it back into the pocket.

Take care to line it up with the guide pin.

Hang door5

5.1 5.2

5.1 Slide the front bracket into place 
and tighten the bolt

5.2 Fit the bracket end cap (can be
removed and refitted for painting)

5.3 Ensure the door is plumb and 
level. Bolts in the roller trolley can be 
used for adjustment

Adjust the remote stop so it holds the door 
flush with the pocket end and fix into place with 
the with the self drilling type 11 screw provided.

IMPORTANT
Once you have done this make sure you clear away any 
swarf that has dropped down from fixing the screw onto 
the track. If left there the swarf will stick to the trolley wheels 
and caused the wheels to ‘rumble’ as it opens and closes.

Fix remote stop into place6
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Fit the front door stop7

The track end block fits at the end of the track 
for a single door and in the middle of the two 
tracks for a double door.  

First drill a pilot hole and fix the block into place 
using the type 10 screw.

Fit track end block8

Congratulations - you’ve now 
completed the installation of your 
Enigma doorset! 

Visit our website to view  
the complete Selo range.
www.selo-uk.com

Slide the white nylon door stop into the track 
and fix into place by tightening the grub screw.

IMPORTANT
1. This needs to be adjusted to ensure it stops and holds 

the door in the correct place.

2. If using a soft closer the please follow the specific soft 
closer instructions.



For help and advice with any Selo 
product, call the support team on:
020 3880 0339

Selo 
K2  Kents Hill Business Park  Timbold Drive 
Milton Keynes  MK7 6TT

call 020 3880 0339 
email sales@selo-uk.com
www.selo-uk.com

Connect  
@selosimplicity


